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Chevy Small Block Crank Regrind Chart
CRANK TYPE

BEARING

MINIMUM SIZE OF

BEARING

MINIMUM SIZE OF








ROD JOURNAL




MAIN JOURNAL

Small journal crank
standard

1.9985 in


standard

2.2973 in


-0.001 in

1.9975 in


0.001 in

2.2963 in


-0.002 in

1.9965 in


0.002 in

2.2953 in


-0.010 in

1.9895 in


0.010 in

2.2973 in


-0.020 in

1.9785 in


-0.020 in

2.2773
in


-0.030 in

1.9685 in


-0.030 in

2.2673 in


-0.040 in

1.9585 in


-0.040 in

2.2573

Big journal crank
standard

2.0985 in


standard

2.4479 in

-0.001 in

2.0975 in


-0.001 in

2.4469 in


-0.002 in

2.0965 in


-0.002 in

2.4459 in


-0.010 in

2.0885 in


-0.010
in

2.4379 in


-0.020 in

2.0785 in


-0.020 in

2.4279 in


-0.030 in

2.0685 in


-0.030 in

2.4179 in

400 Crank
standard

2.0985 in


standard

2.6479 in


-0.001 in

2.0975 in


-0.001 in

2.6469 in


-0.010 in

2.0885 in


-0.010 in

2.6379 in


-0.020 in

2.0785 in


-0.020 in

2.6279 in


-0.030 in

2.0685 in


-0.030 in

2.6179 in

NOTE; 400 Crank can have the rear main bearing (no.5) 0.0005 inch less than indicated above.

The data herein has been verified as far as possible. We disclaim any liability incurred in connection with the use of this Data or any specific details mentioned herein.

